
Compact stand alone enclosure.   

High temperature stability.  Reliable operation.   

Low noise and vibration levels.  Low maintenance.

Small water tank.

Cooling capacity:  2 - 27 kW 
PID controlled temperature stability:  +/- 0.2K

The components used are identical to those in the
P Series including the Central Chiller Control CCC3. 
This ensures high quality and reliability.

The Termotek P800 Series has been designed to meet
the new requirements of passively cooled laser systems.

Termotek  P800  Series 
Air - Water Chiller

Control:	 Water temperature (high/low)
	 Running dry protection 
	 Fan speed control
Water connection:: 	 3/4·· or 1·· �G� thread
Power supply: 	 230V or 400 V
	 50 or 60Hz 
Set temperature: 	 15 - 35 °C
Ambience temperature: 	15 - 40 °C

Options: 	 Remote start
	 Heating
	 Air �lter
	 Roller casters
	 Adjustable water bypass
	 Manometer
	 High pressure valve
	 Special voltages
	 Custom colours
	 Several pumps
	 Flow measurement 
	 Flow control
	 High temperature stability +/- 0,1 
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P800

Features

Applications

 	 . 	 HSC Spindles
 	 . 	 Tooling machines
 	 . 	 Laboratories
 	 . 	 Optical assemblies
 	 . 	 CO2 lasers
 	 . 	 Passively cooled lasers
 	 . 	 Fibre lasers




